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Audio matrix with 8 inputs and 8 outputs, allowing to send any input to any output combination. Control can be made from the unit front panel, 
remote control units or microphone desks. 

The system manages 6 priority levels, as per following lowest to highest order: 

• Paging sent from the emergency microphone. 

• Pre-recorded messages, activated from the fire-alarm system. 

• Pagings sent from the microphone desk. 

• Input nº8 associated to remote control. 

• Audio signal from remote control unit. 

• Audio signal in the input nº 1 to 8. 

The audio matrix allows to connect a maximum of 4 microphone desks (model M-132M), of 8 zones and with calling function to one, several 
or all the zones. 

Each output zone allows a remote control unit that permits volume control, input signal selection and local audio signal connection (with 
model M-134P). The local audio signal can be a sound source, wireless microphone etc… 

AUDIO MATRIX 

M130 

Technical features: 

� Digital control from the front panel, microphone 

desks and remote control units. 

� 8 audio inputs for sound sources (-10 dB). 

� 8 audio outputs (0 dB). 

� 6 levels priority managing. 

� Up to 4 control microphone desks, with STP CAT5 

cable (RS422 communication, maximum 1.000 

mts.). 

� Up to 8 remote control units (1 per output zone), 

with UTP CAT5 cable (RS422 communication, 

maximum 1.000 mts). 

� Remote control unit (M-134P) with local audio 

input, for microphone or stereo signal. 

� Emergency microphone input with absolute 

priority. 

� Pre-recorded emergency message of 480 s. 

maximum. It can be addressed to any zones 

combination by means of contacts activation. 

� AUX8 Audio signal addressing to any zones 

combination, by means of contacts activation 

(timetable programming). 

M132M
M134T

M134P
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M132M 

Zones selection.  

General call. 

Talk push-button with electronic 

configurable lock. 

Balanced 0 dB output. 

Interconnection with M130: RS422, STP CAT5, 1000 mts 

Warning and ending configurable gong. 

 

 

 

M-134P / M134T 

Input channel 

selection. 

Volume adjustment.  

Only in M134P: 

Microphone input (-50 dB) and volume adjustment. 

Line input (-10 dB) and volume adjustment. 

Balanced  dB output. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Power supply 220 ÷ 240 V.a.c., 50 ÷ 60 Hz 

Consumption 50 W 

Audio inputs 

Program (8): -10 dB unbalanced 

Micro (1): -55 dB balanced, 24 V.d.c. phantom 

power supply  

Audio outputs (8) 0 dB, balanced 

Equalization Bass (12 dB at 100 Hz), treble (12 dB at 10 kHz) 

Signal / noise ratio > 90 dB 

Total Harmonic Distortion (THD) < 0,01% 

Re-recorded message 1 message x 480 s. maximum 

Communication 

RS-232: for firmware updating (COM1, .9.600 bps) 

RS-422: for communication with microphone desks 

and remote control units (19.200 bps) 

Microphone desks Up to 4 x M132M 

Remote control units Up to 8 x M134P or M134T (1 per output zone) 

Remote control 
8 contacts for emergency; 8 contacts for AUX8 

sending 

Dimensions (mm) 482 x 132 x 280 

Rack units 3 

Weight 8,3 kg 

Architects and engineers specifications 

M130 
Audio matrix with 8 inputs of -10dB, addressable to any combination of the 8 outputs of 0 dB. It has an emergency microphone input with phantom power supply, input contacts for 

activating a pre-recorded message of up to 480 s. and for addressing the audio signal, input for 4 remote microphone desks and input for 8 remote control units (one per output). It 

manages up to 6 priority levels. Individual bass and treble adjustment for each input. Front panel includes individual volume controls for each output (microphone desk, emergency 

microphone and music signal), monitoring loudspeaker and selectors of zones, program and remote control cancellation. 

Its dimensions are 482 x 132 x 280 mm and it weights 8,3 kg. It can be mounted in Rack (3 units high) and is power supplied at 220 ÷ 240 V.a.c. , 50/60 Hz. Consumption of 50 W. 

The audio matrix is the Optimus model M130. 

M132M 
Microphone desk for the M130 audio matrix control. It includes keys for pagings addressing to any combination of the 8 available outputs as well as general call key. RS-422 

communication with STP CAT5 cable, up to 1.000 mts. Talk push-button with electronic locking and configurable gong (warning and ending). Balanced 0 dB output. 

Its dimensions are 175 x 69 x 210 mm and it weights 1,5 kg. It is power supplied through the M130. 

The microphone desk is the Optimus model M132M. 

M134T 
Remote control unit for the M130 audio matrix, to be associated to one of the 8 outputs of the audio matrix. It includes keys for input channel selection, with information screen, and 

volume adjustment. RS-422 communication with UTP CAT5 cable, up to 1.000 mts. 

Its dimensions are 172 x 86 x 43 mm and it weights 0,5 kg. . It is power supplied through the M130. 

The remote control unit is the OPTIMUS model M134T. 

M134P 
Remote control unit for the M130 audio matrix, to be associated to one of the 8 outputs of the audio matrix. It includes keys for input channel selection, with information screen, and 

volume adjustment. RS-422 communication with UTP CAT5 cable, up to 1.000 mts. It also has an input for the audio signal from the microphone (XLR, -50 dB, balanced) or from a 

stereo sound source (2 x RCA, -20 dB, unbalanced) with volume adjustment. 

Its dimensions are 172 x 86 x 43 mm and it weights 0,6 kg. . It is power supplied through the M130. 

The remote control unit is the OPTIMUS model M134P. 

 


