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Power supply 220 ÷ 240 V.a.c., 50 ÷ 60 Hz; Battery: 24 V.d.c. 
Nominal power rating (RMS) 30 W 
I.H.F. power 45 W 
Total Harmonic Distortion < 1% at 1 kHz 
Outputs Loudspeakers: 8 Ω, 25, 70 and 100 V;  
Zone 1 and Zone 2 outputs 100 V 
Inputs     Micro. 
                Aux. 
                Emergency (Tel.) 

1 mV, 600 Ω, balanced, phantom power selectable (jump 1 to 4) 
200 mV, 47 kΩ, unbalanced 

0,1 ÷ 1V., 600 Ω, adjustable, balanced 

Frequency response ( ±±±± 3 dB) 60 ÷ 15.000 Hz 

Priorities Priority level (using for MIC1-5, the XLR connector or `phone jack) 

Controls 

MIC1 to 4: volume control; Line (Aux/Sound sources): volume control; MASTER : volume control;                  
TEL: input level control; MOH : output level control;  

Tone controls : Bass (± 10 dB at 100 Hz) / Treble (± 10 dB at 10 kHz; ZONE 1 / ZONE 2 :  push buttons; 
Voltage selector switch 

Dimensions (mm) 430 (width) x 88 (height) x 300 (depth) 
Weight 7 kg 
Finishing Black colour 

 

 

 

 

 

 

The A-5230M2 amplifier, of 30 W R.M.S. power rating in 100V line, is a versatile equipment providing the same functions as a complete 
central for P.A. system basic installations.  

With two built-in sound sources (one CD player and one AM-FM tuner), it includes 4 balanced microphone inputs, one of them with activated 
priority by signal level, then also one input for additional sound source and one input for emergency audio signal, with priority over the rest of 
inputs. 

AMPLIFIER 

A-5230M2 

Technical features 
� MIC1 ~ MIC4 inputs with selectable phantom power supply. 

� XLR connector microphone input. 

� Auxiliary input and RCA connectors line output. 

� Emergency input with connection strip for audio and priority signal. 

� Two 100V additional outputs (Zone 1 and Zone 2) which can be selected 

from the front panel, by means of push-buttons. 

� Music on hold output, adequate for telephone centrals. 

� AM and FM antennas inputs. 

A5000 series rear panel. 

Architects and engineers specifications 

A-5230M2 

Amplifier with power rating of 30 W RMS in 100 V line. It includes 4 microphone inputs (first one with priority) and an auxiliary one. It also includes CD player and AM/FM tuner modules. 

Tel input (0 dB) with highest priority. Line output at 100, 70, 25 V or 8 ohms. Bass and treble controls, two loudspeakers zones with front selection. 

Its dimensions are 433 x 88 x 300 mm and it occupies 2 units in standard 19’’ Racks. It weights 7 kg and finishing is in black colour. 

The amplifier is the OPTIMUS model A-5230M2. 


