
Sistema de intercomunicación punto a punto de alta
potencia, con intercomunicadores de tipo sobremesa
o para empotrar en techo.
La potencia que proporciona la central (hasta 6 W)
genera un elevado SPL en el intercomunicador y
permite su uso en entornos ruidosos.
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SISTEMA DE INTERCOMUNICACIÓN - POTENCIA 6 W
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INTERCOMUNICACIÓN

Central de intercomunicación

Intercomunicador sobremesa

Intercomunicador techo

MP-C1
Central de intercomunicación 6 W

MP-A1
Intercomunicador sobremesa

MP-A254
Intercomunicador techo

Alimentación: 12 V CC (1 A máx)
Impedacia de salida: 8 ohm
Potencia de salida: 6 W
Dimensiones: 138 x 190 x 17 mm
Peso: 0,85 kg

Potencia: 6 W
Dimensiones: 138 x 190 x 17 mm
Peso: 0,81 kg

Potencia: 6 W
Dimensiones: Ø 150 x 52 mm
Orificio empotrar: Ø 120 mm
Peso: 0,35 kg

12 V CC

2

MP-C1

12 V CC

2

MP-C1

MP-A1

MP-A254

Conexión

Conexión de un
pulsador externo

1

E

47 Ω
2 W

15 a 33 µF, > 16 V, bipolar

Conexión de un
altavoz* de 8 ó 16 Ω

AC-615T

MP-C1

*Funciona como micrófono en emisión
y como altavoz en recepción.
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INTERCOMMUNICATION

High power point-to-point intercom system, with
intercoms of the wall / desktop type or to be
embedded in the ceiling.
The power provided by the central unit (up to 6 W)
generates a high SPL in the intercom and allows its
use in noisy environments.

INTERCOMMUNICATION SYSTEM - 6 W POWER

MP-C1
MP-A1
MP-A254

High power master station

Wall / desktop substation

Ceiling substation

MP-C1
Master station 6 W

MP-A1
Wall / desktop subestation

MP-A254
Ceiling substation

Power supply: 12 V DC (1 A max)
Output impedance: 8 ohm
Output power: 6 W
Dimensions: 138 x 190 x 17 mm
Weight: 0.85 kg

Power: 6 W
Dimensions: 138 x 190 x 17 mm
Weight: 0.81 kg

Power: 6 W
Dimensions: Ø 150 x 52 mm
Mounting hole: Ø 120 mm
Weight: 0.35 kg

12 V CC

2

12 V CC

2

MP-A1

MP-A254

Connection

Connection of an
external button

1

E

47 Ω
2 W

Connection of a
speaker* (8 or 16 Ω)

AC-615T

MP-C1

*It works as a microphone in emission
and as a speaker in reception.

15 a 33 µF, > 16 V, bipolar

MP-C1

MP-C1


