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MICRÓFONOS

PUPITRE MICROFÓNICO

MD-20

Pupitre microfónico para llamada general, con base lastrada y flexo de 25 cm sobre el que se monta la cápsula
microfónica.

Alimentación
Nivel de salida
Impedancia de salida
Respuesta en frecuencia
Cápsula
Diagrama polar
Sensibilidad
Relación señal-ruido
Control de prioridad
Enclavamiento electrónico
Gong
Dimensiones (mm)
Peso
Acabado

9 ~ 24 V CC / 30 mA
0 / - 60 dBm (simétrica)
600 ohm
300 ~ 15.200 Hz
electret
unidireccional cardioide
- 47 dB ± 4 dB
55 dB
pin 6 del conector RJ45 (-)
sí, configurable
sí, 4 notas al inicio
122 x 155 x 40, flexo 250 mm
1,4 kg
plástico Bayblend, negro

• Control de prioridad.
• Salida simétrica de nivel configurable:

• 0 dBm (etapas de potencia)
• -60 dBm (entradas de micrófono)

• Alimentación:
• remota (contacto 3 RJ45, +24 V CC)
• phantom
• alimentador externo (9 a 24 V CC)

• Gong de 4 notas.
• Pulsadores para emisión de mensaje con
o sin gong.
• Enclavamiento electrónico opcional para
los pulsadores.
• Led bicolor de gong / mensaje.
• Control de volumen de salida de audio y
de gong.

Especificaciones técnicas Ejemplos de conexión

MD-20 & AXD

MD-20 & PM

MD-20 & UP

-60 dBm 0 dBm

0 dBm

0 dBm
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MICROPHONES

MICROPHONE DESK

MD-20

Microphone desk for general calls, with weighted base, flexible gooseneck of 25 cm on which the microphone capsule
is installed.

Power supply
Output level
Output impedance
Frequency response
Capsule
Polar diagram
Sensitivity
Signal to noise ratio
Priority control
Electronic lock
Gong
Dimensions (mm)
Weight
Finishing

9 ~ 24 V DC / 30 mA
0 / - 60 dBm (balanced)
600 ohm
300 ~ 15.200 Hz
electret
unidirectional cardioid
- 47 dB ± 4 dB
55 dB
pin 6 from connector RJ45 (-)
yes, configurable
yes, 4 tones at begin
122 x 155 x 40, gooseneck 250 mm
1,4 kg
Bayblend plastic, black

• Priority control.
• Configurable & balanced output level:

• 0 dBm (power units)
• -60 dBm (microphone inputs)

• Power supply:
• remote (contact 3 RJ45, +24 V DC)
• phantom
• power supply source (9 to 24 V DC)

• 4 tones gong.
• Push-buttons for paging with or without
gong.
• Optional electronic lock for push-buttons.
• Gong and talk bicolour led indicator.
• Volume control either for gong and talk.

Technical specifications Connection examples

MD-20 & AXD

MD-20 & PM

MD-20 & UP

-60 dBm 0 dBm

0 dBm

0 dBm


