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ALTAVOCES

COLUMNA ACÚSTICA

Columna acústica de 60 W de potencia con 12 altavoces de 2,5” para aumentar
la direccionalidad del conjunto, adecuada para recintos con alta reverberación
como la iglesias o vestíbulos de grandes dimensiones. 
Fabricada en aluminio color blanco, puede instalarse tanto en interiores como
en exteriores. Incluye soporte metálico que permite orientar la columna.

C-660A 60 W 111 dB

Altavoces
Potencia RMS
Selección de potencia
Impedancia
Sensibilidad
Presión acústica
Respuesta en frecuencia
Dimensiones (mm)
Peso
Acabado
Color
Montaje
Longitud del cable
Accesorios incluidos

12 de 2,5’’
60 W
60 W y 30 W (por cable)
166,66 y 333,33 ohm
93 dB SPL a 1 W, 1 m y 1 kHz
110,8 dB SPL a 60 W, 1 m y 1 kHz
170 ~ 15.000 Hz
106 (ancho) x 985 (alto) x 75 (fondo)
5,2 kg
Aluminio
Blanco, RAL 9016
Soporte metálico orientable
25 cm
Soporte orientable de pared
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Dimensiones
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LOUDSPEAKERS

ACOUSTIC COLUMN

Acoustic column with power rating of 60 W with 12 x 2.5 “speakers to
increase the directionality of the set, suitable for rooms with high
reverberation such as churches or large lobbies.
Made of white aluminum, it can be installed both indoors and outdoors.
Includes metal support that allows the column to be oriented.

C-660A 60 W 111 dB

Speakers
Output power RMS
Power taps
Impedance
Sensitivity SPL
Sound Pressure SPL
Frequency Range
Dimensions (mm)
Weight
Finish
Color
Mounting
Cable length
Accessories included
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Dimensions

12 of 2.5’’
60 W
60 W & 30 W selection by cables
166.66 & 333.33 ohm
93 dB SPL at 1 W, 1 m y 1 kHz
110.8 dB SPL at 60 W, 1 m y 1 kHz
170 ~ 15.000 Hz
106 (width) x 985 (height) x 75 (depth)
5.2 kg
Aluminum
White, RAL 9016
Adjustable metallic bracket
25 cm
Orientable wall support


